Sacramento County Standard Construction Specifications

6-12.02 Pedestrian and Bicyclist Access

The Contractor shall not block the movement of pedestrian or bicycle traffic.  The Contractor shall provide for pedestrian and bicycle traffic by phasing construction operations and/or by providing alternative pedestrian and bicyclist access through or adjacent to construction areas.  Proper advance notice signage with reasonable detours shall be installed and maintained through all phases of construction.  Access to pedestrian and bicycle devices at traffic signals shall be maintained at all times.  At no time shall pedestrians be diverted into a portion of the street used for vehicular traffic or on to private property unless proper barriers, delineations, and adequate signage is in place.  Pedestrian and bicycle access shall consist of five-foot (5’) wide bridges across trenches and five-foot (5’) wide passageways through construction areas.  Hand railings for pedestrians shall be provided when required by Cal/OSHA Regulations or the Americans with Disabilities Act (ADA) on each side of each bridge or passageway to protect pedestrians from hazards caused by construction operations or adjacent vehicular traffic.


Railings or barriers, which border passageways located in roadway areas, shall be retro-reflectorized on the side facing oncoming traffic.

6-14 TRAFFIC CONTROL PLANS (TCP)

6-14.01 Traffic Pattern Changes

The Contractor shall notify the Agency in advance of the Contractor's desire to change any existing traffic patterns. Traffic lanes for public use shall be at least ten feet (10’) in width. Whenever feasible an additional four feet (4’) shall be provided for a bicycle lane. If it is not feasible to provide a separate bicycle lane, the Contractor shall post signage before the construction area stating, “SHARE the Road with Bicyclists”. Additionally, when the lane is shared, the Contractor shall post signage for a maximum speed limit of 25 MPH in the shared lane. For traffic pattern changes that do not require a road closure, the Contractor shall provide the Agency with a minimum of three (3) Working Days advance notification, unless otherwise approved or deemed an emergency lane closure by the Agency. For all road closures, the Contractor shall provide the Agency with a minimum of twenty (20) Working Days notice prior to the desired closure date, unless otherwise approved or deemed an emergency road closure by the Agency.

6-14.02 Traffic Control Plans (TCP)


Unless specified or directed otherwise, the Contractor shall submit a Traffic Control Plan (TCP) to the Agency for review. The TCP shall show traffic control measures to be used for vehicles, bicyclists, and pedestrians affected by the construction. Three (3) sets of the TCP shall be submitted on eleven-inch by seventeen-inch (11”x17”) (minimum) paper. The Contractor will not be allowed to begin work associated with the road or lane closure until the TCP is reviewed by the Agency. 

TCP’s will be reviewed and returned within twenty (20) Working Days. 

The Agency reserves the right to extend the review period, or request and review a TCP if special conditions warrant. 

Detours used exclusively by the Contractor for hauling materials and equipment shall be constructed and maintained by the Contractor at the Contractor’s expense. If the Contractor's operations are damaging the roadway, the Agency has the authority to regulate the Contractor's operations and direct the Contractor to repair the roadway at the Contractor’s expense.
